Dyaco Medical - Phase T,

M category. PTE7000MT PTE7000MU PTE7000MR PTE7000MS PTE7500MS
( Professional products))
PRODUCT CATEGCGORY Treadmill Upright Bike Recumbent Bike Recumbent Stepper Recumbent Stepper with removable seat
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115 volt AC, 60Hz, 20 amps,
NEMA 5-20P
e (AC 100-120V for North America,
Japan AC 200-240V for Global)

100-240 volts AC (standard
power supply)

100-240 volts AC (standard
power supply)

100-240 volts AC (standard
power supply)

100-240 volts AC (standard
power supply)

FEATURES
Bidirectional resistance with both low start-up, resistance and forward/
forward and reverse pedaling for reverse pedaling motion, very small
RANGE OF MOTION N/A INstantaneous retro-cycling, increments of workloads (5 watts per N/A N/A
very small increments of workloads (5 level at 60 rpm, 2 watts per level
watts per level at 60 rpm, 2 watts per 3t Z0) rom)
level at 30 rpm)
MOTOR- LABEL 3HP continuous duty
HORSE POWER rating. IEC Class S6 N/A N/A N/A N/A
Bidirectional Belt Speed:
-3 mph(-5.0 km/h) to 10 mph
SPEED RANGE (16.0 km/h) in 0.1 mph N/A N/A Resistance mode Isokinetic for step Resistance mode Isokinetic for step

(0.1 km/h)increments, programmable speeds from 10 to 210 steps/minute speeds from 10 to 210 steps/minute

acceleration setting Belt Lockout
when Not Moving

GRADE RANGE 10 to 15% Grade N/A N/A N/A N/A
STRIDE SURFACE 60" x 22" (152.5 x 56 cm) N/A N/A N/A N/A
ADJUST. PEDAL CRANK N/A VES VES N/A N/A
CRANK ARM LENGTH N/A Adj. Adj. N/A N/A
ADJUST. STEP RANGE N/A N/A N/A 1" (25 cm) ~12.5" (32 cm) 1" (25 cm) ~12.5" (32 cm)

WORK RANGE

RESISTANCE TYPE

DRIVE TRAIN

RESISTANCE LEVEL

CONSOLE FEATURE

DISPLAY

OVERLAY

PROGRAMS

START SPEED

START RESISTANCE

HAND PULSE

FAN

CSAFE

FRAME

HANDRAIL

SEAT ADJUSTMENT

DECK

STEP-UP HEIGHT

CERTIFICATE

MAX. USER WEIGHT

DIMENSION

CARTON SIZE

N.W

G.W

QTY -1x20
QTY -1x 40

QTY -1x40HQ

Warranty (Manufacturer)

N/A

N/A

N/A

N/A

LED & Dot Matrix window
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Manual
Plateau
INnterval
VO2
HR
Custom
Symmetry

YES

N/A

NO

YES

YES

Adjustable full length handrails for
safety from heights
of 24.5 -to 34.5 inches (63 to 88 cm)
and width
of 19.5 to 31 inches(50 to 79 cm)

N/A

self-lubricating deck

to step: 4.5" (11.5cm )
to deck: 95" (2413 cm))

CAN/CAS-C22.2 No. 60601-1:14
ANS/AAMI| ES60601-1:2005+A2 (R2012) +Al
IEC 60601-1-2:2014
EN 60601-1-2:2015
IEC 60601-1:2015+A1:2012
EN 60601-1:2006+A1:2013+A12:2014
EN ISO 20957:2013
MDD 93/42/EEC Class lla, NB: 012

440 Ibs (200 kg)

83.7" x 56.7" x 55"
(213 X 144 x 140 cm)

A: 88.6"x36"x21.6"
(225 x 91 x 55 cm)
B: 62.6"x35"x11"
(159 x 89 x 28 cm)

A: 384 |bs (174 kg)
B:112.9 lbs (51 kg)

A:421.3 lbs (191 kg)
B:129 lbs (59 kQg)

16 pcCs
56 pcCs

36 pcCs

Frame - life time
Motor - 10 years
Parts - 5 years
Wear Iltems - | year

S ~ /750 watts
(5 watts per level at 60 rpm)
(2 watts per level at 30 rom)

Magnetic Resistance System

heavy-duty, 8 groove poly-V belt
with spring-loaded idlers

1 ~ 50 levels

LED & Dot Matrix window

S5 ~ /750 watts
(5 watts per level at 60 rpm)
(2 watts per level at 30 rpom)

Magnetic Resistance System

heavy-duty, 8 groove poly-V belt
with spring-loaded idlers

1 ~ 50 levels

LED & Dot Matrix window

Manual
Hill
Plateau
Interval profiles
VO?2
HR
Custom

Isokinetic speed-based resistance

(from 25 to 100 RPM)
Symmetry

N/A

YES (5 Watts)

N=E

NO

V=E

N/A

fore/aft adjustment,
vertical adjustment

N/A

N/A

CAN/CAS-C22.2 No. 60601-1:14

ANS/AAMI ES60601-1:2005+A2 (R2012) +A

IEC 60601-1-2:2014
EN 60601-1-2:2015
IEC 60601-1:2015+A1:2012
EN 60601-1:2006+A1:2013+A12:2014
EN ISO 20957:2013
MDD 93/42/EEC Class lla, NB: 012

440 Ibs (200 kg)

477" x 25" x 55"
(121 X 64 x 140 cm)

51.4"x18"x34.4"
(131 X 46 X 87 cm)

142.2 Ibs (65 kg)

165.3 lbs (75 kg)

47 PCS
90 pcCs

135 pcCSs

Frame - life time
Magnetic System - 5 years
Parts - 5 years
Wear Iltems - 1 year

Manual
Hill
Plateau
INnterval

VO2

R
Custom

Isokinetic speed-based resistance

(from 25 to 100 RPM)
Symmetry

N/A

YES (5 Watts)

=S

NO

W=E

N/A

8 position swivel seat adj,
o position recline seat back,
fore/aft positioning adj.

N/A

N/A

CAN/CAS-C22.2 No. 60601-1:14

ANS/AAMI ES60601-1:2005+A2 (R2012) +A

IEC 60601-1-2:2014
EN 60601-1-2:2015
IEC 60601-1:2015+A1:2012
EN 60601-1:2006+A1:2013+A12:2014
EN ISO 20957:2013
MDD 93/42/EEC Class lla, NB: 012

440 Ibs (200 kg)

551" x 32.6" x 46.8"
(140 x 83 X 119 cm)

57"x32.7"x46.8"
(145 x 83 x 119 cm)

180 lbs (82 kQg)

199 lbs (90 kg)

00 pcCs
120 pcs

N/A

Frame - life time
Maghnetic System - 5 years
Parts - 3 years
Wear [tems - 1 year

S ~ /750 watts
(5 watts per level at 60 rpm)
(2 watts per level at 30 rom)

Magnetic Resistance System

heavy-duty, 8 groove poly-V belt with
high-end linear bearings and guides

1~ 20 levels

LCD

Manual
Hill
Plateau
INnterval
HR
Custom
Symmetry

N/A

YES (5 Watts)

=S

YES

YES

N/A

8 position swivel seat adj,
o position recline seat back,
fore/aft positioning adj.

N/A

N/A

CAN/CAS-C22.2 No. 60601-1:14
ANS/AAMI| ES60601-1:2005+A2 (R2012) +Al
IEC 60601-1-2:2014
EN 60601-1-2:2015
IEC 60601-1:2015+A1:2012
EN 60601-1:2006+A1:2013+A12:2014
EN ISO 20957:2013
MDD 93/42/EEC Class lla, NB: 012

440 |bs (200 kg)

67" x 35" X 48"
(170 x 89 x 122 cm)

72.44"x23"x30.5"
(184 x 58 x 77 cm)

258 Ibs (117 kg)

285.6 lbs (130 kg)

HEIEeS
/5 pCsS

N/A

Frame - life time
Maghnetic System - 5 years
Parts - 3 years
Wear [tems - 1 year

5~ 7750 watts

(5 watts per level at 60 rpm)

(2 watts per level at 30 rom)

Magnetic Resistance System

heavy-duty, 8 groove poly-V belt with
high-end linear bearings and guides

1~ 20 levels

LCD

Manual
Hill
Plateau
INnterval
HR
Custom
Symmetry

N/A

YES (5 Watts)

NO

YES

YES

N/A

8 position swivel seat adj., 6 position
recline seat back, fore/aft positioning adj.
Direct wheelchair access along with the

step-through frame design

N/A

N/A

CAN/CAS-C22.2 No. 60601-1:14

ANS/AAMI ES60601-1:2005+A2 (R2012) +A

IEC 60601-1-2:2014
EN 60601-1-2:2015
IEC 60601-1:2015+Al1:2012

EN 60601-1:2006+Al:2015+A12:2014

EN ISO 20957:2013

MDD 93/42/EEC Class lla, NB: 012

440 |bs (200 kg)

67" X 35" x 48"
(170 x 89 x 122 cm)

72.44"x25"x30.5"
(184 x 58 x 77 cm)

257.3 Ibs (117 kQ)

285.6 lbs (130 kg)

56 pcCs
/5 pCsS

N/A

Frame - life time
Magnetic System - 5 years
Parts - 5 years
Wear Iltems - 1 year



